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HR Industry, a company committed to create, design, develop, manufacture 
and market vast range of LED drivers, was founded by Mr. Harish R. Chauhan
in 2012. Having worked for more than a decade in a leading company in the 
same field gathering experience in the Production, Quality, and R&D division, 
he embarked on this venture leading a team of more than 300 members of fine
professionals, having a strong relationship with associates and the ability to 
adapt quickly and efficiently, with the vision to always think ahead. In addition
to the above core unit manufacturing LED drivers, the company has invested
in assembly unit (pick & place machines, the manual insertion setup), Design
& Development section to ensure each product withstand most rigorous test, 
having a reliability room equipped with surge protector, deep freeze, humidity
chamber & more to cater our more than 1000 esteemed OEM clients.

"As our company embarks on the exciting journey of exporting goods to the
 dynamic Asian market, the prosperous Gulf region, and beyond, we are driven
 by a commitment to global expansion and market diversification. With a 
 strategic focus on understanding and meeting the unique needs of each target
 market, we are poised to navigate the complexities of international trade with
 agility and precision. Leveraging our expertise in quality manufacturing, 
 innovation, and customer-centricity, we aim to forge enduring partnerships 
 with distributors and retailers worldwide. By maintaining the highest standards
 of product excellence, cultural sensitivity, and market intelligence, we are 
 confident in our ability to establish a strong presence in diverse regions, 
 enriching the lives of consumers and contributing to economic growth on a
 global scale. Our dedication to delivering exceptional value and fostering 
 mutually beneficial relationships underscores our vision of becoming a trusted
 exporter, empowering communities, and creating lasting impact wherever our 
 goods are received."

Company is located at Sasewadi, Pune-Bangalore Highway, having a total 
area of 60,000 sq. ft. no wonder the company has a long list of satisfied 
customers.
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2-9W SINGLE OUTPUT WITH PFC

01 25-40 V 100-200 mA 1W - 8W

OGLE - X1( Input 2-9 Watt)

OGLE - X1( Input 1-9 Watt)

05-12 V 500-700 mA

200-600 mA

1W - 8W

ISOLATED DRIVER

NON-ISOLATED DRIVER

80%

Note: Lower voltage & higher current efficiency >40%

Technical Specifications of Isolated Driver

Surge Protection 2.5Kv (IEC 61000-4-5 for L,N)

100-265

100-300

57

Technical Specifications of Non-Isolated Driver

R

25-40 V 100-200 mA 1W - 8W

LED DRIVER

RED

BLACK

0.6A

3W

3- 6V DC : 
 : 

 : 

IP-65 THD <15%

0.02A
4W

75
ta : -20 to +50 C

 : 
 : 

 : 

 : 

 : 

5 : 

HR04WOGLEX10000 R- 71000183
www.bis.gov.in

R
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150-600 mA25-40 V

40-60 V 200-350 mA

60-80 V 200 -300mA 3W - 24W

3W - 24W

3W - 24W

 OGLE - X2 ( Input 4-27 Watt)  

4-27W SINGLE OUTPUT WITH PFC

2

4

2

-20..+50C25-

80*40*22

/5

Under voltage Protection 80 Vac

85%

For 8Hrs

80.76

4
0

.2
0

2
2

.0
9

R
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150mA

200mA

250mA

300mA

6W

8W

10W

12W 600mA

12W

16W

20W

24W

300mA

400mA

500mA

25-40 V 25-40 V

4-27W SINGLE OUTPUT WITH PFC
        WITH MULTI CURRENT

 OGLE - X3 ( Input 4-27 Watt) With DIP Switch 

3

4

350mA

400mA

450mA

500mA

14W

16W

18W

20W 400mA

15W

18W

21W

24W

250mA

300mA

350mA

25-40 V 40-60 V

150mA

200mA

250mA

300mA

12W

16W

20W

24W

60-80 V

80*40*22

Under voltage Protection 80 Vac

85%

/5

For 8Hrs

2

2 2

2

2

80.76

4
0

.2
0

2
2

.0
9

R

HR012WMB0000000
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150mA

200mA

250mA

300mA

6W

8W

10W

12W 600mA

12W

16W

20W

24W

300mA

400mA

500mA

25-40 V 25-40 V

P2- OGLE - X4 ( Input 4-27 Watt) With DIP Switch 

P1- OGLE - X4 ( Input 4-27 Watt)  

P1  P2  

4-27W SINGLE OUTPUT WITH PFC

P2  

P1  

Under voltage Protection 80 Vac

85%

/5

150-600 mA 3W-24W

150-400 mA 3W-24W

3W-24W

2 2

55

55

TOP VIEW FRONT VIEW

27

FRONT VIEW

27

55

55

TOP VIEW

R

250mA

300mA

350mA

400mA

15W

18W

21W

24W 300mA

12W

16W

20W

24W

150mA

200mA

250mA

40-60 V 60-80 V

2 2

HR20WOGLEX4SQ00 

LED DRIVER CC

THD <10%

OVP@320 V 
AC (+/- 10V)

0.3A

18W

0.08A
20W

75

8

R- 71000183
www.bis.gov.in

50-60V DC

Freq    50/60 Hz
ta : -20 to +50 C

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

R
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90

R

20-50W SINGLE OUTPUT WITH PFC

P1- OGLE - X5 ( Input 20-50 Watt)  

18W-45W300-1200 mA25-40 V01

18W-45W300-750 mA40-60 V02

18W-45W200-550 mA60-80 V03

P2- OGLE - X5 ( Input 20-50 Watt) With Multi Current 

900mA

1000mA

1100mA

1200mA

32W

36W

40W

43W 800mA

20W

24W

28W

32W

500mA

600mA

700mA

25-36 V 25-40 V

2 2

400mA

500mA

600mA

700mA

24W

30W

36W

42W 550mA

20W

28W

36W

45W

250mA

350mA

450mA

40-60 V 60-80 V

2 2

HR040WVBSPC0000
LED DRIVER

BLACK       REDR- 71000183
www.bis.gov.in

Thermal Protection

OFF

OFF

OFF

OFFON

ON ON

ON

400

450

500
550

28

32

36

40

60-75V 220-240V

50/60 Hz

0.130

0.150

0.170

0.190

>0.98 <10%

PIN1 U IN / FNPIN2
Iout
[mA]

Pout
[W]

Vout
[V]

IN
[A]

PF THD t
a

[ C [
t

C
[ C [

-20..+50C 90C

1
2

ONOFF

R

P1  P2  

105*44*31

105

44

31

SIDE VIEW

TOP VIEW

HR040WVBSPC0000
LED DRIVER

BLACK       REDR- 71000183
www.bis.gov.in

Thermal Protection

OFF

OFF

OFF

OFFON

ON ON

ON

400

450

500
550

28

32

36

40

60-75V 220-240V

50/60 Hz

0.130

0.150

0.170

0.190

>0.98 <10%

PIN1 U IN / FNPIN2
Iout
[mA]

Pout
[W]

Vout
[V]

IN
[A]

PF THD t
a

[ C [
t

C
[ C [

-20..+50C 90C

1
2

ONOFF

R

External Cap for wire locking
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6
          TRIAC DIMMABLE 

8-18W & 20-40W SINGLE OUTPUT WITH PFC

6

HR012WMB0000000

min

Dimming range

max

Triac Dimmable

THD<25%

OGLE-X6

80*40*22

80.76

4
0
.2

0

2
2
.0

9

200-350 mA25-40 V

40-60 V 200-250 mA

60-80 V 150 -200mA 7W - 16W

7W - 16W

7W - 16W

 P1- OGLE - X6 ( Input 8-18 Watt)  

200mA

250mA

300mA

350mA

8W

10W

12W

14W 300mA

8W

11W

14W

16W

150mA

200mA

250mA

25-40 V

2 2

40-55 V

P1- OGLE - X6 (Input 8-18 Watt) Multi Current  

HR040WVBSPC0000
LED DRIVER

BLACK       REDR- 71000183
www.bis.gov.in

Thermal Protection

OFF

OFF

OFF

OFFON

ON ON

ON

400

450

500
550

28

32

36

40

60-75V 220-240V

50/60 Hz

0.130

0.150

0.170

0.190

>0.98 <10%

PIN1 U IN / FNPIN2
Iout
[mA]

Pout
[W]

Vout
[V]

IN
[A]

PF THD t
a

[ C [
t

C
[ C [

-20..+50C 90C

1
2

ONOFF

R

Triac Dimmable

min

Dimming range

max

500mA

600mA

700mA

800mA

20W

24W

28W

32W 1000mA

28W

32W

36W

40W

700mA

800mA

900mA

25-40 V 25-40 V

P2- OGLE- X6 (Input 20-40 watt) With DIP Switch

P1 P2

105

44

31

SIDE VIEW

TOP VIEW

P1

P2

P1

105*44*31P2



07

500mA

600mA

700mA

800mA

20W

24W

28W

32W 600mA

18W

24W

30W

36W

300mA

400mA

500mA

25-40 V 40-60 V

2 2

90

R

 <10%700

800

900

1000

28

32

36

40

0.130

0.150

0.170

0.190
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5-15W CCT SWITCH DIMMABLE DRIVER

OGLE - X8 ( Input 5-15 Watt (CCT SWITCH DIMMABLE))  

200-300 mA30-50 V 4W - 13W

100-200 mA50-80 V 4W - 13W

LED DRIVER

THD <10%

Thermal Protection

0.07A
17W

75

8

ta : -20 to +50 C

 : 
 : 
 : 
 : 
 : 

 : 

0.3A

15W

30-50V DC : 
 : 

 : 

R- 71000183

HR017WMB0000000

+

-
-

1

2

CCT Switch Dimming

IP-65

R
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600-1200 mA25-40 V 25W - 45W

P1- OGLE - X9 ( Input 30-50 Watt)  

950mA

1000mA

1100mA

1200mA

34W

36W

40W

44W 800mA

27W

33W

38W

44W

500mA

600mA

700mA

25-40 V 40-55 V

30-50W DIMMABLE & CCT TUNABLE 

P2- OGLE - X9 ( Input 30-50 Watt) With DIP Switch 

9

102*66*30

9

 <10%

2 2

Available with Wi-Fi module IOT connectivity with 
HRI IOS/Android mobile application

66
13

102

102

66

30

R

400-800 mA40-55 V 25W - 45W
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150-450 mA25-40 V 6W - 15W

OGLE - X10 ( Input 7-18 Watt)  

7-18W DIMMABLE & CCT TUNABLE 

10

80*40*22

18W

0.08A
1.5

180-265VAc

0

5

1
0

Available with Wi-Fi module IOT connectivity with 
HRI IOS/Android mobile application

80.76

4
0

.2
0

2
2

.0
9

R
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90

R

11
11

30-60W SINGLE OUTPUT WITH PFC
                             MULTI CURRENT

66
13

102

102

66

30

102*66*30

700mA

800mA

900mA

1000mA

28W

32W

36W

40W 1250mA

38W

42W

46W

50W

950mA

1050mA

1150mA

25-40 V 25-40 V

2 2

OGLE - X11 ( Input 30-60 Watt)  

600mA

700mA

800mA

900mA

36W

42W

48W

54W 700mA

32W

40W

48W

55W

400mA

500mA

600mA

40-60 V 60-80 V

2 2

 <10%

400mA

450mA

500mA

550mA

40W

45W

50W

55W

80-100 V

2
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R

12
  DC-DC LED DRIVER 4-15W SINGLE OUTPUT
            WITH BUCK CONVERTER

1
2

k

 P1- OGLE - X12 DC-DC ( Input 4-15 Watt)  

200-700 mA3-18 V 3W - 13W

57

HR05WOGLEX10000

LED DRIVER Consant Current

0.7A

13W

0.62A

15W

3-18V DC : 
 : 
 :  : 

 : 
 : 24V DC

RED

BLACKIP-65
IN

P
U

T
 D

C
 WHITE

BLACK-
+

HR05W700MA24VDC

5
ta : -20 to +50 C

 : 

R

 P-2 OGLE - X12 DC-DC Open Driver ( Input 1-6 Watt)  

100-600 mA3-9 V 1W - 5W

P1

P1

Size 17*11*7 MM

+

_

+

_

IN
P

U
T

O
U

T
P

U
T

P2



13

90

R

     RIPPLE FREE LED DRIVER
20-45W SINGLE OUTPUT WITH PFC

P1- OGLE - X13 ( Input 20-45 Watt)  

18W-40W300-1000 mA25-40 V01

105*44*31

105

44

31

SIDE VIEW

TOP VIEW

13
1
3

P2- OGLE - X13 ( Input 20-50 Watt) With Multi Current 

850mA

900mA

1000mA

1050mA

30W

33W

36W

38W 800mA

20W

24W

28W

32W

500mA

600mA

700mA

25-36 V 25-40 V

2 2

450mA

500mA

600mA

650mA

27W

30W

36W

40W 500mA

28W

32W

36W

40W

350mA

400mA

450mA

40-60 V 60-80 V

2 2

HR040WVBSPC0000
RIPPLE FREE LED DRIVER

BLACK       REDR- 71000183
www.bis.gov.in

Thermal Protection

OFF

OFF

OFF

OFFON

ON ON

ON

400

450

500
550

28

32

36

40

60-75V 220-240V

50/60 Hz

0.130

0.150

0.170

0.190

>0.98 <10%

PIN1 U IN / FNPIN2
Iout
[mA]

Pout
[W]

Vout
[V]

IN
[A]

PF THD t
a

[ C [
t

C
[ C [

-20..+50C 90C

1
2

ONOFF

R

P1  P2  

HR040WVBSPC0000
RIPPLE FREE LED DRIVER

BLACK       REDR- 71000183
www.bis.gov.in

Thermal Protection

OFF

OFF

OFF

OFFON

ON ON

ON

400

450

500
550

28

32

36

40

60-75V 220-240V

50/60 Hz

0.130

0.150

0.170

0.190

>0.98 <10%

PIN1 U IN / FNPIN2
Iout
[mA]

Pout
[W]

Vout
[V]

IN
[A]

PF THD t
a

[ C [
t

C
[ C [

-20..+50C 90C

1
2

ONOFF

R

External Cap for wire locking

18W-40W300-700 mA40-60 V02

18W-40W250-500 mA60-80 V03
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Plas�c Body

Metal Body
101*46*30

105*49*30

20-60W SINGLE OUTPUT WITH PFC

500-1500mA25-36 V 18W-55W01

500-1350mA25-40 V 18W-55W02

400-900mA40-60 V 18W-55W03

300-700mA60-80 V 18W-55W04

200-550mA80-100 V 18W-55W05

P2 & P3- POLLUX - X1 ( Input 20-60 Watt) Metal & AL Body  

P1- POLLUX - X1 ( Input 14-50 Watt) Plastic Body  

P1 P2

P1

P2

90

R

BLACK       RED

100-450mA100-120 V 18W-55W06

100-350mA100-120 V 12W - 45W06

P3

Aluminium Body 115*50*37

BLACK       RED

R

 

E

Class-I

P3

CTC 96MM

101MM

30MM46MM

CTC 

105MM

49MM 30MM

99MM

CTC 105MM

50MM 37MM

115MM
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45-100W SINGLE OUTPUT WITH PFC

POLLUX - X2 ( Input 50-100 Watt) 

350-700 mA 40W-90W

Optional Ripple <5%

90

R

0.55A

55W

90-100V DC
25A

60W

Thermal Protection
GND

OVP @320V AC (+/-10V)

LED DRIVER

HR060WBMWP00000

8

Compliance to Relevant clauses 

ta    -30 to + 65 C

BLACK

RED
IS 15885 (PART2/SEC13)

R- 71000183

of     IEC61347-2-13:Ed12006-05

IP-67

www.bis.gov.in

Class-I

90

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

 : 

POLLUX-X2

P1 P2

140

4155

P2

P1

P1

P2 : 140*55*41

0.55A

55W

90-100V DC
25A

60W

Thermal Protection
GND

OVP @320V AC (+/-10V)

LED DRIVER

HR060WBMWP00000

8

Compliance to Relevant clauses 

ta    -30 to + 65 C

BLACK

RED
IS 15885 (PART2/SEC13)

R- 71000183

of     IEC61347-2-13:Ed12006-05

IP-67

www.bis.gov.in

Class-I

90

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

 : 

POLLUX-X2R
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90

R

HR1200MA040VBM0

50W

0.68A
65-75V DC

Thermal Protection

OVP@320V AC(+/-10V)

R- 71000183
www.bis.gov.in

Class-I

Compliance to Relevant clauses of     IEC61347-2-13:Ed12006-05

0.23A

90
ta   -20 to +50 C

 : 
 : 

 : 

 : 
 : 

55W
98

 : 
 : 

 : 
 : 
 : 

R
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P2P1

P1-

P2-

90

P1

P2

145

41
68

P1

160

4168

P2

R

1.8A

110W

50-60V DC
50A

120W

Thermal Protection
GND

OVP @320V AC (+/-10V)

LED DRIVER

HR100WBMWP00000

8

Compliance to Relevant clauses 

ta    -30 to + 65 C

BLACK

RED
IS 15885 (PART2/SEC13)

R- 71000183

of     IEC61347-2-13:Ed12006-05

IP-67

www.bis.gov.in

Class-I

90

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

 : 

POLLUX-X4

1.8A

110W

50-60V DC
50A

120W

Thermal Protection
GND

OVP @320V AC (+/-10V)

LED DRIVER

HR100WBMWP00000

8

Compliance to Relevant clauses 

ta    -30 to + 65 C

BLACK

RED
IS 15885 (PART2/SEC13)

R- 71000183

of     IEC61347-2-13:Ed12006-05

IP-67

www.bis.gov.in

Class-I

90

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

 : 

POLLUX-X4R



18

P1

90

P1

187

4068

P2

P1

P2

R

P2

3A

160W

35-55V DC
75A

180W

Thermal Protection
GND

OVP @320V AC (+/-10V)

LED DRIVER

HR180WBMMP00000

8

Compliance to Relevant clauses 

ta    -30 to + 65 C

BLACK

RED
IS 15885 (PART2/SEC13)

R- 71000183

of     IEC61347-2-13:Ed12006-05

IP-67

www.bis.gov.in

Class-I

90

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

 : 

POLLUX-X5R

3A

135W

35-55V DC
75A

180W

Thermal Protection
GND

OVP @320V AC (+/-10V)

LED DRIVER

HR180WBMMP00000

8

Compliance to Relevant clauses 

ta    -30 to + 65 C

BLACK

RED
IS 15885 (PART2/SEC13)

R- 71000183

of     IEC61347-2-13:Ed12006-05

IP-67

www.bis.gov.in

Class-I

90

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

 : 

POLLUX-X5
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90

2500-3500 mA36-60 V 135W-180W01

POLLUX - X6 ( Input 150-200 Watt) 

150-200W SINGLE OUT PUT WITH PFC 

R

P1 P2

220

4068

P2

P1

220*68*40 

P1

P2

3A

135W

35-55V DC
75A

180W

Thermal Protection
GND

OVP @320V AC (+/-10V)

LED DRIVER

HR180WBMMP00000

8

Compliance to Relevant clauses 

ta    -30 to + 65 C

BLACK

RED
IS 15885 (PART2/SEC13)

R- 71000183

of     IEC61347-2-13:Ed12006-05

IP-67

www.bis.gov.in

Class-I

90

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

 : 

POLLUX-X6

700-1050 mA150-250 V 135W-180W02

0.75A

150W

180-200V DC
71A

170W

Thermal Protection
GND

OVP @320V AC (+/-10V)

LED DRIVER

HR180WBMMP00000

8

Compliance to Relevant clauses 

ta    -30 to + 65 C

BLACK

RED
IS 15885 (PART2/SEC13)

R- 71000183

of     IEC61347-2-13:Ed12006-05

IP-67

www.bis.gov.in

Class-I

90

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

 : 

POLLUX-X5R
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50-100W SINGLE OUTPUT WITH PFC

POLLUX - X7 ( Input 50-100 Watt) 

100*75*40 

90

40

75

100

R

1.2A

72W

50-60V DC
33A

80W

Thermal Protection
GND

OVP @320V AC (+/-10V)

LED DRIVER

HR080WBMWP00000

8

Compliance to Relevant clauses 

ta    -30 to + 65 C

BLACK

RED
IS 15885 (PART2/SEC13)

R- 71000183

of     IEC61347-2-13:Ed12006-05

IP-67

www.bis.gov.in

Class-I

90

 : 
 : 
 : 
 : 
 : 

 : 

 : 
 : 
 : 

 : 

POLLUX-X4R



21

Metal Body

90*47*36

Optional: 0/1-10V analog dimming with DIP switch/POT
for fine output current setting

01 25-40 V 500-1000 mA 18W - 40W
02 40-60 V 300-750 mA 18W - 40W
03 60-80V 200-550 mA 18W - 40W

04 80-100V 150-450 mA 18W - 40W

20-45W SINGLE OUTPUT WITH PFC

9
9

70MM

35.5M
M

36MM

90

POLLUX - X9 ( Input 20-45 Watt) 

R

BLACK       RED

BLACK       GRY
DIM +-

9
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Plastic Body

Metal Body
101*46*30

105*49*30

SPECIALLY DESIGNED FOR RAILWAY
                      110VAC/DC

500-1100mA25-40 V 12W-40W01

P2- POLLUX - X10 ( Input 15-45 Watt) Metal Body  

P1- POLLUX - X10 ( Input 15-45 Watt) Plastic Body  

P1 P2

P1

P2

60

R

10

15-45W SINGLE OUTPUT WITH PFC

RED

HR045WTVBSPC000LED DRIVER

THD <10%

OVP@200 V AC/DC (+/- 15V)

BLACK       RED

IP-65

R- 71000183
www.bis.gov.in

1A

40W

25-40V DC : 
 : 

 : 

Thermal Protection

0.41A
45W

90

5

ta : -20 to +50 C

 : 
 : 
 : 
 : 
 : 

 : 

R

A
C

/D
C

 S
o

u
rc

e

BROWN

110V AC/DC
RED

HR045WTVBSPC000LED DRIVER

THD <10%

OVP@200 V AC/DC (+/- 15V)

BLACK       RED

IP-65

R- 71000183
www.bis.gov.in

1A

40W

25-40V DC : 
 : 

 : 

Thermal Protection

0.41A
45W

90

5

ta : -20 to +50 C

 : 
 : 
 : 
 : 
 : 

 : 

R

A
C

/D
C

 S
o

u
rc

e

BROWN

110V AC/DC

1
0

/Dc for 2 minutes

Reverse polarity protection

500-1100mA25-40 V 12W-40W

200-500mA40-75 V 12W-40W02

200-500mA40-75 V 12W-40W02

CTC 96MM

101MM

30MM46MM

CTC 

105MM

49MM 30MM

99MM
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106*38*29

20-60W SINGLE OUTPUT WITH PFC

POLLUX - X11 ( Input 20-50 Watt) Plastic Body  

90

R

200-450mA100-120 V 18W - 55W06

18W - 55W

18W - 55W

18W - 55W

18W - 55W

18W - 55W
29MM

38MM

SIDE VIEW

BLACK       RED

25-40

1A

R

300-550mA

106MM

TOP VIEW

CTC 98MM



24

R
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30-60W SINGLE OUTPUT WITH PFC

RIGEL-X2 ( Input 30 - 60 waƩ)

P2

P1

P1

P2

207.50

3
4

35

207.50

30

R

300-550mA80-100V 25W - 55W04

300-450mA100-120V 25W - 55W05

25-40V DC

1000mA

40W

HR045WBML000000

IS 15885 (PART2/SEC13)

R- 71000183

0.19A
45W

50/60

240

Compliance to Relevant clauses of IEC61347-2-13:Ed12006-05,IEC60950-1:2005+A1:2009+A2:2013,IS16104:2012

www.bis.gov.in

Class  -l  

THD<10%

ta   -20 to +50 C

 : 
 : 

 : 
 : 
 : 
 : 
 :  : 

 : 

 : 

R

600-1350mA 25W - 55W
600-900mA 25W - 55W
400-700mA 25W - 55W

25-40V DC

1A

40W

HR045WBML000000

IS 15885 (PART2/SEC13)

R- 71000183

0.19A
45W

50/60

240

Compliance to Relevant clauses of IEC61347-2-13:Ed12006-05,IEC60950-1:2005+A1:2009+A2:2013,IS16104:2012

www.bis.gov.in

Class  -l  

THD<10%

ta   -20 to +50 C

 : 
 : 

 : 
 : 
 : 
 : 
 :  : 

 : 

 : 

R
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90

R

60-100W SINGLE OUTPUT WITH PFC

HR045WMBSL00000

Thermal Protection
OVP@320V AC(+/-10V)

Class-I

R

[mA]
PIN1 PIN2

[W] [V]

UIN/

FN

IN
[A]

PF THDV

ON

ON

OFF

OFF

OFF

ON

OFF

1050

32 220-
240V

>0.980.170

0.150

0.190

0.200

1000

900

800 25-
40V36

40

42

50/

<10

ON

60Hz
R- 71000183

www.bis.gov.in
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90

R
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15-45W SINGLE OUTPUT WITH PFC

RIGEL - X5 ( Input 15 - 40 Watt) 

03 60-80 V 200-500 mA 13W - 40W

40-60 V  400-650 mA

300-1000 mA

13W - 40W

25-40 V 13W - 40W

183*30*25

R

 171.55 

 183.31 

 3
0

.5
5

 

FRONT VIEW

BACK SIDE VIEW

 25.23 

L.H.SIDE VIEW

 183.31 

 3
0
.5

5
 

25-40V DC

36W
40W

HR040WBML000000

0.17A 0.9A

R
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30-60W Multi Current

25-40 V 700-1350 mA  30W - 55W

P1- RIGEL - X6 ( Input 30-60 Watt) 

P2

P1

25-40V 850-1350mA

500-900mA

01 30W - 55W

40-60V 30W - 55W02

202*31*30P2

P1

(DIP Switch Driver)

202

3
1

3
0

P1

P2

R

P2- RIGEL - X6 ( Input 40-60 Watt) 

X6

40-60 V 500-900 mA  30W - 55W

60-80 V 500-700 mA  30W - 55W

500-700mA60-80V 30W - 55W03

1000mA

1100mA

1200mA

1300mA

40W

44W

48W

52W 900mA

36W

42W

48W

54W

600mA

700mA

800mA

25-40 V 40-60 V

2 2

HR040WBML000000

IS 15885 (PART2/SEC13)

R- 71000183

Compliance to Relevant clauses of IEC61347-2-13:Ed12006-05,IEC60950-1:2005+A1:2009+A2:2013,IS16104:2012

Class  -l  

|| |

| | 1
2

ON OFF

[mA]
PIN1 PIN2

[W] [V]
UIN/

N

IN
[A]

PF THDV

ON

OFF

ON

OFF

ON

OFF

OFF 700

800

900

1000

28

32

36

40

220-
240V

>0.98 <10
0.150

0.130

0.170

0.190

50Hz

F

ON

30-
40V
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P1 P2

P1- RIGEL - X7 CCT Linear ( Input 18-40 Watt) 

P2- RIGEL - X7 CCT Linear ( Input 45-60 Watt) 

01

02

P1
P2

Available with Wi-Fi module IOT connectivity with 
HRI IOS/Android mobile application

HR040WRGLCCT000

OVP@320V AC(+/-10V)

Compliance to Relevant clauses of IEC61347-2-13:Ed12006-05,IS16104:2012

IS 15885 (PART2/SEC13)

R- 71000183
www.bis.gov.in

0.17A

40W

/60

ta  -20 to +50 C

 : 
 : 
 : 
 : 
 : 

 : 
 : 

950mA

36W

25-40 V DC : 
 : 
 : 

+

+
-

-

C
W

W
W

Dimmable & CCT Adjustable

LED Driver

RF 2.4G HR060WRGLCCT000

OVP@320V AC(+/-10V)

Compliance to Relevant clauses of IEC61347-2-13:Ed12006-05,IS16104:2012

IS 15885 (PART2/SEC13)

R- 71000183
www.bis.gov.in

0.25A

60W

/60

ta  -20 to +50 C

 : 
 : 
 : 
 : 
 : 

 : 
 : 

1000mA

55W

40-55 V DC : 
 : 
 : 

C
W

W
W

Dimmable & CCT Adjustable

LED Driver

RF 2.4G

+
-

+
-

E

Class-I

R

P1

P2

20-60W CCT TUNABLE & DIMMABLE
                  LED DRIVER

18-35W 

18-35W 

40W-55W 

40W-55W 

- 20-40W 

- 45-60W 
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01 20-40 V 300-750mA 10W - 27W

R

RIGEL - X8  

02 40-54 V 200-500mA 10W - 27W

196*40*35

1.5
, as per battery voltage

196MM

35MM40MM

P2

P1

P1

P1 155*55*34

LED emergency back-up driver with a 27w output & 100-300Vac.

P1 P2

L
N

L
N

-
+-+-+

LED DRIVER

MODEL   : LED CONVERSION KIT 

INPUT     : 220V/240V - 50/60Hz / AC

WIRING DIAGRAM OF LED CONVERSION MODULE

Switched supply

Un-Switched supply

BATTERY

OUTPUT
LED

INPUT
BACK UP 90-180 min

LED
SMF

Note: 1)Connect the battery only after completing the wiring.  

2)Don't connect battery in reverse direction.  
220V/240V - 50/60Hz/ AC

R

LED DRIVER

MODEL   : LED CONVERSION KIT 

INPUT     : 220V/240V - 50/60Hz / AC

WIRING DIAGRAM OF LED CONVERSION MODULE

Switched supply

Un-Switched supply

OUTPUT
LED

INPUT
BACK UP 90-180 min

LED
SMF

Note: 1)Connect the battery only after completing the wiring.  

2)Don't connect battery in reverse direction.  BATTERY/12V

220V/240V - 50/60Hz/ 

R

E

E
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30-60W RIPPLE FREE & 
0-10V ANALOG DIMMING

Ripple Free <5%
0-10V Analog Dimming

Advanced PFC+ Flyback dual stage design 

/
5

9

01 25-40 V 700-1500 mA 25W - 55W
02 40-60 V 600-1050 mA 25W - 55W
03 60-80V 300-750 mA 25W - 55W

04 80-100V 200-550 mA 25W - 55W

(Input 30-60 watt)

202*31*30

202

3
1

3
0
R

Ripple Free, Dimming 0-10Vdc
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/ON-OFF

9

R

25-40V DC

1A

40W

HR045WBML000000

IS 15885 (PART2/SEC13)

R- 71000183

0.19A
45W

50/60

240

Compliance to Relevant clauses of IEC61347-2-13:Ed12006-05,IEC60950-1:2005+A1:2009+A2:2013,IS16104:2012

www.bis.gov.in

Class  -l  

THD<10%

ta   -20 to +50 C

 : 
 : 

 : 
 : 
 : 
 : 
 :  : 

 : 

 : 

R
RADAR DIMMING

SENSOR
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3/5
Ripple

01 30-50 V 700-1300 mA 45W - 65W

02 50-80 V 600-800 mA 45W - 65W

26

337

26

R

 <5%

700mA

800mA

900mA

1000mA

35W

40W

45W

50W 1200mA

45W

50W

55W

60W

900mA

1000mA

1100mA

30-50 V 30-50 V

600mA

700mA

800mA

900mA

42W

50W

56W

63W 800mA

40W

48W

56W

64W

500mA

600mA

700mA

50-70 V 50-80 V

HR045WBML000000

R- 71000183

Compliance to Relevant clauses of IEC61347-2-13:Ed12006-05,IEC60950-1:2005+A1:2009+A2:2013,IS16104:2012

Class  -l  

|| |

| | 1
2

ON OFF

[mA]
PIN1 PIN2

[W] [V]
UIN/

N

IN
[A]

PF THDV

ON

OFF

ON

OFF

ON

OFF

OFF 300

400

500

600

24

32

40

48

220-
240V

>0.98 <10
0.110

0.190

0.220

50Hz

F

ON

60-
80V 0.150

R
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15-45W SINGLE OUTPUT WITH PFC
            WITH MULTI CURRENT

RIGEL- X12

400mA

500mA

600mA

700mA

16W

20W

24W

28W 1000mA

25W

28W

32W

36W

700mA

800mA

900mA

25-40 V 25-36 V

183*30*25

1
2

R

 171.55 

 183.31 

 3
0

.5
5

 

FRONT VIEW

BACK SIDE VIEW

 25.23 

L.H.SIDE VIEW

 183.31 

 3
0
.5

5
 

400mA

500mA

600mA

700mA

24W

30W

36W

40W 500mA

16W

24W

32W

40W

200mA

300mA

400mA

40-60 V 60-80 V

R
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03 12Vdc 5A 60W

RIGEL- X13
1

3

01 12Vdc 3A 36W

02 12Vdc 4A 48W

04 24Vdc 1.5A 36W

40-70W SMPS SINGLE OUTPUT
                  

RIGEL-X13 (Input  40-70 watt)
                   

05 24Vdc 2A 48W
06 24Vdc 2.5A 60W

R
IG

E
L

R

151*36.5*29

Class-I

60 12V 220-240V
50/60 Hz

0.290 >0.99

U IN / FN
Iout

5000

[mA]
Pout

[W]
Vout

[V]
IN
[A]

PF t
a

[ C [

-30..+50C

t
C

[ C [

90C

Pin
[W]

70

HR075W12V005ACV

Constant Voltage LED Driver 
IS 15885 (PART2/SEC13)

R- 71000183
www.bis.gov.in

R

Thermal Protection

@320V AC (+/-10V)

151MM
36.5M

M

2
9

M
M
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OVP@320V AC(+/-10V)

Compliance to Relevant clauses of IEC61347-2-13:Ed12006-05,IS16104:2012

IS 15885 (PART2/SEC13)

R- 71000183
www.bis.gov.in

0.17A

40W

/60

ta  -20 to +50 C

 : 
 : 
 : 
 : 
 : 

 : 
 : 

1000mA

36W

25-36 V DC : 
 : 
 : 

+
-LED Driver

min

Dimming range

max

Triac Dimmable
HR040WBML000000

THD<25%

OVP@320V AC(+/-10V)

IS 15885 (PART2/SEC13)

R- 71000183
www.bis.gov.in

+
-

LED Driver

min

Dimming range

max

Triac Dimmable
HR040WBML000000

<25% 75 C

RIGEL- X14
             TRIAC DIMMABLE
20-40W SINGLE OUTPUT WITH PFC

P1- RIGEL- X14 (Input 20-40 watt)

P1 P2

R
IG

E
L

- 
X

1
4

500mA

600mA

700mA

800mA

20W

24W

28W

32W 1000mA

28W

32W

36W

40W

700mA

800mA

900mA

25-40 V 25-40 V

P2- RIGEL- X14 (Input 20-40 watt) With DIP Switch

25-40V01 500-1000 mA 18W-36W

50-70V02 300-500 mA 18W-36W

R



38

RIGEL- X15
       RIPPLE FREE
20-40W SINGLE OUTPUT WITH PFC

P1- RIGEL- X15 (Input 20-40 watt)

P1

P2

R
IG

E
L

- 
X

1
5

500mA

600mA

700mA

800mA

20W

24W

28W

32W 1000mA

28W

32W

36W

40W

700mA

800mA

900mA

27-40 V 25-40 V

P2- RIGEL- X15 (Input 20-40 watt) With DIP Switch

27-40V01 500-1000 mA 18W-36W

40-60V02 300-600 mA 18W-36W

R

300mA

400mA

500mA

600mA

18W

24W

30W

36W

40-60 V

Ripple <5%

90

 171.55 

 183.31 

 3
0

.5
5

 

FRONT VIEW

BACK SIDE VIEW

 25.23 

L.H.SIDE VIEW

 183.31 

 3
0
.5

5
 

183*30*25

R

Ripple Free

25-40V DC

36W
40W

HR040WBML000000

0.17A 0.9A

R

Ripple Free



39

90

R

5-45W SINGLE OUTPUT WITH PFC

P1- RIGEL - X16 ( Input 5-45 Watt)  

4W-45W200-1000 mA25-40 V01

4W-45W200-700 mA40-60 V02

4W-45W200-500 mA60-80 V03

P2- RIGEL - X16 ( Input 5-45 Watt) With Multi Current 

200mA

300mA

400mA

500mA

8W

12W

16W

20W 1000mA

28W

32W

36W

40W

700mA

800mA

900mA

25-40 V 25-40 V

2 2

400mA

500mA

600mA

700mA

24W

30W

36W

42W 500mA

16W

24W

32W

40W

200mA

300mA

400mA

40-60 V 60-80 V

2 2

P1  

P2  

330*19*18

16
R

IG
E

L
- 

X
1
6

RIGEL

25-40V DC

1A

40W

HR045WBML000000

IS 15885 (PART2/SEC13)

R- 71000183

0.19A
45W

50/60

240

www.bis.gov.in
THD<10%

ta   -20 to +50 C

 : 
 : 

 : 
 : 
 : 
 : 
 :  : 

 : 

 : 

R

HR040WBML000000

IS 15885 (PART2/SEC13)

R- 71000183
www.bis.gov.in

R

75 C25-40V28

32

36

40

0.130

0.150

0.170

0.190

330

 19

TOP VIEW

 18

SIDE VIEW
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R

LED DRIVER CC

30-40V DC

1A

40W

0.19A
45W

75

5

THD <10%

ta : -20 to +50 C

 : 

 : 

 : 
 : 
 : 
 : 

 : 

 : 
 : 

IN
PUT

OVP@320 V 
AC (+/- 10V)

IP-65

BLACK   
  R

ED

R- 71000183
www.bis.gov.in

HR045WRVBSPC000

R

P1  
P2  

D65*28

P1  

P2  

P1  

P2  
D65MM

D28MM

P2- COPPELA - X1 ( Input 15-45 Watt)  

12W-40W400-1000 mA25-40 V01

12W-40W300-700 mA40-60 V02

12W-40W250-500 mA60-80 V03

P1- COPPELA - X1 ( Input 20-50 Watt)  
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3/5

50MM

R

8

LED DRIVER CC

30-40V DC

0.4A

16W

0.07A
18W

90

6

THD <10%

ta : -20 to +50 C

 : 

 : 

 : 
 : 
 : 
 : 

 : 

 : 
 : 

IN
PUT

OVP@320 V 
AC (+/- 10V)

BLACK   
  R

ED

R- 71000183
www.bis.gov.in

HR020WRVBSPC000

IP-65

D56MM

D28MM

P1  P2  

P1  

P2  

D56*28P2  

P1  

LED DRIVER CC

30-40V DC

0.8A

32W

0.15A
36W

75

5

THD <10%

ta : -20 to +50 C

 : 

 : 

 : 
 : 
 : 
 : 

 : 

 : 
 : 

IN
PUT

OVP@320 V 
AC (+/- 10V)

IP-65

BLACK   
  R

ED

R- 71000183
www.bis.gov.in

HR040WRVBSPC000

R

P2- COPPELA - X2 ( Input 15-36 Watt)  

12W-36W300-800 mA25-40 V01

12W-36W300-500 mA40-60 V02

12W-36W250-400 mA60-80 V03

P1- COPPELA - X2 ( Input 10-25 Watt)  

36  
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R



43

/ 48Vdc /110Vdc

DC-DC LED DRIVER
R

CTC 96MM

101MM

30MM46MM
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24V/48V AC/DC DRIVER
R

P1- 24V ( Input 15-45 Watt) Plastic Body  

100-400mA30-45 V 4W-15W

P2-48V ( Input 15-45 Watt) Plastic Body  

200-750mA18-24 V 4W-18W

65*31*30

Plastic Body 101*46*30

40

Reverse polarity protection

P1

P2

P1

P2

P1

P2

RED

HR020WTVBSPC000LED DRIVER

THD <10%

OVP@70 V AC/DC (+/- 10V)

BLACK       RED

IP-65

R- 71000183
www.bis.gov.in

0.75A

18W

18-24V DC : 
 : 

 : 

Thermal Protection

0.44A
20W

90

5

ta : -20 to +50 C

 : 
 : 
 : 
 : 
 : 

 : 

R

A
C

/D
C

 S
o

u
rc

e

BROWN

48V AC/DC

P1 P2

CTC 96MM

101MM

30MM46MM



45

LDR MODULE
R
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R

HRSPD440V20KV00
L

N

E

In: 10KA

Imax: 20KA

Ta: -30C - 85C

Conforming To: IP65

Operating Voltage Range: 90V-440 V AC

- +

NABL Certified

L

N

E

R

HRSPD440V10KV00 L

N

E

In: 5KA

Imax: 10KA

Ta: -30C - 85C

Conforming To: IP65

Operating Voltage Range: 90V-440 V AC

- +

NABL Certified

L

N

E

R

HRSPD440V05KV00 L

N

E

In: 2.5KA

Imax: 5KA

Ta: -30C - 85C

Conforming To: IP65

Operating Voltage Range: 90V-440 V AC

- +

NABL Certified

L

N

E

R

IN
P

U
T

O
U

T
P

U
T

IN
P

U
T

O
U

T
P

U
T

IN
P

U
T

O
U

T
P

U
T

65*35*30
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R

HRSPD440V10KV00
In: 10KA

Imax: 10KA

Ta: -30C - 85C

Conforming To: IP65

Operating Voltage Range: 90V-440 V AC

- +

NABL Certified

R

HRSPD440V20KV00
In: 10KA

Imax: 20KA

Ta: -30C - 85C

Conforming To: IP65

Operating Voltage Range: 90V-440 V AC

- +

NABL Certified

R

HRSPD440V20KV00

IN
P

U
T

O
U

T
P

U
TIn: 20KA

Imax: 20KA

Ta: -30C - 85C

Conforming To: IP65

Operating Voltage Range: 90V-440 V AC

- +

NABL Certified

R
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7-120W

O
F

F

90*60*37 MM

7
4

9
0

60
TOP VIEW

3
7

SIDE VIEW

R

20-50W MPPT
Solar Light Charge 

Controller

12-20W MPPT
Solar Light Charge 

Controller

7- 12W MPPT
Solar Light Charge

Controller
Parameters

20W to 30W12W To 20W7W to 12WSuitable for LED load

18V/36V9V9VLED Output Voltage

LI-ion, Life-po4,

Lead Acid

LI-ion, Life-po4,      Lead 
Acid

LI-ion, Life-po4,         Lead 
AcidSuitable BaƩery

Upto 100W/12VUpto 100W/12VUpto 40W/12VSuitable Solar Panel

>90%>93%>93%LED Driver Efficiency

>93%>93%>93%MPPT Efficiency

70X83X3370X57X3360 x 45 x 35Size (LXWXH)

0 to 850C0 to 850C0 to 850COperaƟngTemperature

0 to 850C0 to 850C0 to 850CStorage Temperature

AvailableAvailableAvailableDusk to Down

AvailableAvailableAvailablePIR MoƟon sensor interface

<20mA<15mA<15mA
No load Current

ConsumpƟon

60- 120W MPPT Solar
Light Charge  Controller

40-60W MPPT  Solar Light 
Charge  ControllerParameters

60 to 120 W40 to 60WSuitable for LED load

36V18V/36VLED Output Voltage

Life-po4, Li-ion & Lead

Acid

LI-ion, Life-po4,

Lead AcidSuitable BaƩery

12V- 200W/24V-350WUpto 200W/12VSuitable Solar Panel

>90%>90%LED Driver Efficiency

>90%>93%MPPT Efficiency

140X80X48140X80X48Size (LXBXH)mm

0 to 850C0 to 850COperaƟngTemperature

0 to 850C0 to 850CStorage Temperature

AvailableAvailableDusk to Down

AvailableAvailablePIR MoƟon sensor interface

<30mA<20mANo load Current ConsumpƟon
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LED Strip Application

LED Module Application

LED MODULES
R

+

-

A          K +

-
DO NOT TOUCH THE LED WITH BARE HANDS OR SHARP OBJECT. 17K 30K 40K 17K 30K 40K HRI560X20_25S2P_L2835-R6 VIEWING THE FLASHING LED MAY CAUSE EYE DISCOMFORT.

R

MADE IN INDIA

A         K
17K 30K 40K 50K 57K 65K+

-

+

-

+

-

HRI490X12_6S2PL_2835 DO NOT TOUCH THE LED WITH BARE HANDS OR SHARP OBJECT. VIEWING THE FLASHING LED MAY CAUSE EYE DISCOMFORT. MADE IN INDIAR

+ -17K 30K 40K 50K 57K 65K

HRI260X200_9S6P_L5050

VIEWING THE FLASHING LED MAY CAUSE EYE DISCOMFORT.

DO NOT TOUCH THE LED WITH BARE HANDS OR SHARP OBJECT.

MADE IN INDIA

A                  K

R

HRI258_9S5P_L5050-R1

+ -

17K

30K

40K

65K

57K

50K

DO NOT TOUCH THE LED WITH BARE HANDS OR SHARP OBJECT.

VIEWING THE FLASHING LED MAY CAUSE EYE DISCOMFORT.

MADE IN INDIA

A                  K

R

30K

40K

57K

50K

                                HRI118_4S4P_L5050

                         MADE IN INDIA

17K

R

65K

+ -
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R

R

Smart EV Charger
HR300WEVC60V05A

 : V

/60 : 

5A

300W

60 V DC : 
 : 
 : 

V

Before charging, please confirm that the charger must match
 the rechargeable battery.
Please maintain a ventilated, dust free & dry paper environment  
when using the charger.
If the internal high voltage is opened by non-profesionals a 
three- core grounded power cord is required.
When the battery pack is not connected when the battery pack is 
unloaded the charger indicator light output is green.
When the charger is charging: the charging loss indicator light output is red.

.....

NOTES!
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R

 SMART AND INTELLIGENT  
             CHARGER

  
  
 C

H
A

R
G

E
R

Smart & Intelligent Charger use for Mobile,Tab,Laptop,

35W

65W

100W

 Mobile & Laptop Charger

5-18V auto 1.5A Max

5-21V auto 3.25A Max

5A Max5-21V auto

Mobile

Mini Speaker

Table Lamp

Laptop

Mini Fan

I-pad

Table Lamp,Mini Speaker, I-Pad & Mini Fan.

2
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126*30*20

12W DIMMABLE LED DRIVER DALI DT8

DALI - X17 ( Input 3-15 Watt) Plastic Body  

R

DALI- X17
D

A
L

I-
 X

1
7

126MM

20MM

30MM

Inrush Current Cold Start 15A

Dimmable LED Driver
Model:HR012WDALIRLX17
 

For LED modules only                                                                   Made in India

Un:100-240V~ Fn:50/60Hz 

 

 In:Max.0.2A PF:0.9 

 
Uout:Max.59V 
Iout:Max.500mA
Pout:Max.12W 

1 2 3

ON                  

Iout 
Dip Switch

150mA

1 2 3

ON                  

15-40V  
200mA

1 2 3

ON                  

15-40V 
250mA

    

1 2 3

ON                  

15-40V
300mA

  

1 2 3

ON                  

15-40V  
350mA

   

1 2 3

ON                  

15-34V
400mA

  

1 2 3

ON                  

15-30V
450mA

1 2 3

ON                  

15-27V
500mA

 

1 2 3

ON                  

15-24V 

DALI DT8

P
R

I

N

L

LED-C

LED+

S
E

C
S

ig
n

a
l

LED-W

DA

DA

Uout... 

R

ta:45 tc:75 C
0 0

0.75-1.5
5-6mm 

5
-6

m
m

 

0.5-1.0 

0.4-1.0 

R- 71000183
www.bis.gov.in

tc

Dimmable LED Driver
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120*38*23

20W DIMMABLE LED DRIVER DALI DT8

DALI - X18 ( Input 5-24 Watt) Plastic Body  

R

DALI- X18
D

A
L

I-
 X

1
8

120MM

23MM

38MM

Inrush Current Cold Start 15A

P
R

I

L

N

tc

For LED modules only    

Un:100-240V~ Fn:50/60Hz 

 

 In:Max.0.3A PF:0.9 

 
Uout:Max.59V 
Iout:Max.700mA
Pout:Max.20W 

1 2 3

ON                  

Iout 
Dip Switch

350mA

1 2 3

ON                  

15-40V  
400mA

1 2 3

ON                  

15-40V 
450mA

    

1 2 3

ON                  

15-40V
500mA

  

1 2 3

ON                  

15-40V  
550mA

   

1 2 3

ON                  

15-36V
600mA

  

1 2 3

ON                  

15-33V
650mA

1 2 3

ON                  

15-30V
700mA

 

1 2 3

ON                  

15-28V 

0.75-1.5

Uout... 

R

Dimmable LED Driver

Model:HR020WDALIRLX18

DALI DT8 
LED-W 

LED-C 

LED+ 

0.5-1.0 

5-6mm 

DA 

DA 

0.4-1.0 

S
ig

n
a

l 
S

E
C

 

Made in India 

5-6mm 

R- 71000183
www.bis.gov.in

ta:45 tc:75 C
0 0
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165*42*30

30-40W DIMMABLE LED DRIVER DALI DT8

DALI - X19 ( Input 9-46 Watt) Plastic Body  

R

DALI- X19
D

A
L

I-
 X

1
9

165MM

42MM

30MM

Inrush Current Cold Start 25A

P
R

I

L

N

Dimmable LED Driver

Model:HR040WDALIRLX19
 

tc

For LED modules only  

Un:100-240V~ Fn:50/60Hz 

 

 In:Max.0.6A PF:0.9 

 
Uout:Max.59V 
Iout:Max.1050mA
Pout:Max.40W 

DALI DT8

1 2 3

ON                  

Iout 
Dip Switch

700mA

1 2 3

ON                  

15- 40V  
750mA

1 2 3

ON                  

15- 40V 
800mA

    

1 2 3

ON                  

9-40V
850mA

  

1 2 3

ON                  

15- 40V  
900mA

   

1 2 3

ON                  

15- 40V
950mA

  

1 2 3

ON                  

15- 40V
1000mA

1 2 3

ON                  

15- 40V
1050mA

 

1 2 3

ON                  

15- 38V Uout... 

S
E

C
S

ig
n

a
l

LED-

LED+

DA

DA
Made in India 

R

ta:45 tc:90 C
0 0

0.5-1.0 

0.4-1.0 

0.75-1.5

5-6mm 

5-6mm 
R- 71000183

www.bis.gov.in
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R

 BLDC FAN CONTROLLER  
 B
L

D
C

 F
A

N
 C

 Output parameters HRI developed and copied the correct design, using 

Input high voltage protection 300Vac, Low voltage protection 120Vac.

Surge protection.

Step control regulator solution.
Remote control can be controlled remotely.

Natural air cool design, Highly reliable.

Compatible with 24VDC motor, Customized according

Short circuit protection, Open circuit protection, Phase loss protection.

Reserved solar port, support expansion function.

 to DC motor voltage.

 advance BLDC algorithm.

Operating input voltage   : 120-300Vac; 50/60 Hz.

   : 210mA (230VAC @full load)   Input current

   : 0.98   Power factor

   :  <10%   THD

   :  >88%   Efficency

   : 24VDC   Output voltage

   : 0-2500mA   Output current range
   :     3%   Accuracy in output parameter ±
   : Automatically drop   Load current

   : Yes   Solar energy

 Speed control 5th gear

I Step Cap. Watt RPM

NO.1(Min) 5.62W 120RPM

NO.2 11.4W 210RPM

NO.3 19.6W 263RPM

NO.4 24.5W 298RPM

NO.5(Max) 40.5W 380RPM

Remarks: gear power can be customized*

 Technical Specifications  Features

 40W BLDC CONTROLLER

1. Timer control: Press the button once and the driver indicator flashes once, indicating that the timer has

started. To cancel the timer, press the same button again and the LED will flash twice. As a result, the timer has

been canceled. Or use the Close button.

2. Nature: Press the button, and the LED flashes once. Once natural wind mode is activated. The speed will

gradually change from 1 to 5. Press any speed button.

3. Do not need to run, please press the close button.

4. Two AAA size batteries are required. If the product is not used for a long time, please remove the batteries.

 Remote control
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Specifications

25-40V OUTPUT VOLTAGE

R

RIPPLE REMOVER DEVICE
R

IP
P

L
E

 R
E

M
O

V
E

R

Ripple remover device

Output voltage range 25V-40V

Output current range 100mA -1000mA 

Output ripple <5% 

Compatible with HRI drivers only 

Dimension Lx-WxH-40*20*23MM  

D
E

V
IC

E

RED

BLACK

+

-

HR01A40VRIRED00
RIPPLE REMOVER

I/P 25-40V  0.1 ... 1A

O/P ripple <5%

WHITE

BROWN

DRIVER
+

-

LED

R

M. NO.
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302*490*110

Built-in MPPT Modular Design Plug

R HOUSEHOLD CLASSIC 
IN

V
E

R
T

E
R

 HYBRID INVERTER

R

HR HF 3500-24

Voltage 240V AC

 OpƟonal voltage range 170-280V AC(personal computer)
90-280V AC(household appliances)

 Frequency range
 Efficency

 50/60 Hz
 93%

 -10  to 50 C

 Storage temperature  -15  to 60 C
 Working temperature (ta)

 Product size(L*W*H)(MM)

 Net weight(kg)  8.44

 CommunicaƟon interface  RS232/RS485CAN/Drycontact

 Output parameters

 AC stabilized voltage  230V AC+/-5%

 Surge power  7kVA/11kVA
 Switching Ɵme  10ms(For PC)

 20ms(For Home Appliances)

 Wave Form  Pure Sine Wave

 BaƩery parameters

 BaƩery type  Lead acid + Lithium baƩery

 BaƩery voltage range  21-33V/ 42-60V

 Charging curve  Three-Stage

 Lithium baƩery chargingstrategy  AdapƟve to lithium baƩery

 Photovoltaic Charging & AC Charging

 Maximum photovoltaic power  3500W/5500W

 Maximum PV  open circuit voltage  500V DC

 MPPT range & working voltage  120-450V DC

 Maximum solar charging current  100A
 Maximum AC charging current  60A

Single-phase hybrid solar inverter.
Support lithium baƩery charging and discharging management.

OpƟonal WI-FI module, support remote App monitoring.

Highly integrated plug.

Maximum efficiency increased 98.7%.

Seamlessly enable backup power.

Easy to install and maintain.

Support lithium baƩery adapƟve.

2 years warranty.

Sr.No.

 Technical parameters

Rated power

01

Model

HR SF 3500-24 3500VA/3500W

02 HR SF 5500-48 5500VA/5500W

Support three-phase mode, support grid connection mode

R

HR HF 5500-48
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302*490*120

Smart  touchTechnology has change life

R FULL SCREEN TOUCH 
IN

V
E

R
T

E
R

 CONTROL HYBRID INVERTER

Voltage 230V AC

 OpƟonal voltage range 170-280V AC(personal computer)
90-280V AC(household appliances)

 Frequency range
 Efficency

 50/60 Hz
 93.5%

 -10  to 50 C

 Storage temperature  -15  to 60 C
 Working temperature (ta)

 Product size(L*W*H)(MM)

 Net weight(kg)  9.7

 CommunicaƟon interface  RS232/RS485CAN/Drycontact

 Output parameters

 AC stabilized voltage  230V AC+/-5%

 Surge power  11kVA
 Switching Ɵme  10ms(For PC)

 20ms(For Home Appliances)

 Wave Form  Pure Sine Wave

 BaƩery parameters

 BaƩery type  Lead acid + Lithium baƩery

 BaƩery voltage range  42-60 V

 Charging curve  Three-Stage

 Lithium baƩery chargingstrategy  AdapƟve to lithium baƩery

 Photovoltaic Charging & AC Charging

 Maximum photovoltaic power  5500W

 Maximum PV  open circuit voltage  500V DC

 MPPT range & working voltage  120-450V DC

 Maximum solar charging current  100A
 Maximum AC charging current  60A

Single-phase hybrid solar inverter.
Support lithium baƩery charging and discharging management.

OpƟonal WI-FI module, support remote App monitoring.

Natural cooling without noise.

Over provision by 2 Ɵmes.

OLED display intelligent diagnosis.

Full screen touch control.

Flexible online monitoring.

2 years warranty.

Sr.No.

 Technical parameters

Rated power

01

Model

HR SFC 5500-48 PLUS 5500VA/5500W

Support three-phase mode, support grid connection mode

R

HR HFC 5500-48 PLUS
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490*580*139

Single high power 8KW

R HIGH POWER 
IN

V
E

R
T

E
R

 HYBRID INVERTER

Voltage 230V AC

 OpƟonal voltage range 120-280V AC

 Frequency range
 Efficency

 50/60 Hz
 93.5%

 -10  to 50 C

 Storage temperature  -15  to 60 C
 Working temperature (ta)

 Product size(L*W*H)(MM)

 Net weight(kg)  21

 CommunicaƟon interface  USB & RS232/RS485CAN

 Output parameters

 Nominal output voltage  220/230/240V AC

 Surge power  16kVA
 AutomaƟc transfer Ɵme  <8ms
 Wave Form  Pure Sine Wave

 BaƩery parameters

 BaƩery type  Lead acid + Lithium baƩery

 BaƩery voltage range  42-60 V

 Charging curve  Three-Stage

 Lithium baƩery chargingstrategy  AdapƟve to lithium baƩery

 BaƩery & Charger

 Maximum output power  8000W

 Maximum PV  open circuit voltage  500V DC

 MPPT range & working voltage  120-450V DC

 Maximum solar charging current  120A
 Maximum AC charging current  120A

Single-phase hybrid solar inverter.
Support lithium baƩery charging and discharging management.

OpƟonal WI-FI module, support remote App monitoring.

Support three-phase mode, support grid connecƟon mode.
2 years warranty.

Sr.No.

 Technical parameters

Rated power

01

Model

HR SFC 8000-48 PLUS 8000VA/8000W

Hybrid energy storage system 

R

HR HF 8000-48 PLUS

 Output voltage range  184-265V AC
 Nominal output current  25.5A/24.3A/23.3A

 Maximum charging current  120A

 Nominal DC voltage  48V DC

 Parallel funcƟon  Yes
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15-45W SINGLE OUTPUT WITH PFC
            WITH MULTI CURRENT

TRACK ADAPTOR DRIVER

500mA

600mA

700mA

800mA

20W

24W

28W

32W 1100mA

28W

32W

36W

40W

800mA

900mA

1000mA

25-40 V 25-36 V

235*35*43

T
R

A
C

K
 D

R
IV

E
R

R

Built-in track Adaptor

Adjustable output current

25-40V28

32

36

40

0.130

0.150

0.170

0.190

75 C

R

700

800

900

1000

-20..+50C

LED +
LED 

HR045WBML000000

235MM

43MM

35MM
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